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1 Scope/i& FI i Hl:
The purpose of this document (“Document”) is to specify the specifications of the Lithium ion rechargeable battery
cells with AMPACE Part Number _21700A  (“Product” or “Cell”) to be supplied by AMPACE to Customer under
Customer’s purchase order and AMPACE’s confirmation relevant to the Product. For the avoidance of doubt, the
specifications specified herein do not apply to any Host Device, apparatus, instrument, equipment or hardware device
containing Product or Cell (“Host Device™).
A7 G AR T AMPACE R4 SR I T 5 A 7= AT 78 FEAE B 1~ FL Il RS ) = il PE RESR AR » AMPACE 7 i
ARG5S _21700A  (“F7hh7 BG “HIER). DVBESREIR, AT AR A5 AN IE A AR A2 b R i AL B
# AER . R B RS .
2 Model Number/F & :
21700A
3 Standard Environmental Test Conditions/F5 ¥ FFIEN R &4 :
3.1 Unless otherwise specified, all tests stated in this Product Specification are conducted at below conditions: [/ 3E 45 7]
TR, AT SRR T AT B A U T 26 A
Temperature/# /& . 2542°C (“Temperature Condition™/ “ AT )
Humidity/#E :  65+20% RH (“Humidity Condition™ “#EREFA:” )
3.2 Throughout this Document, numeric criteria annotated by “*”” means such criteria are only applicable to fresh unused
product within 30 days from manufacture by AMPACE. Products either have been used or stored for a period longer than
30 days by Customer and/or its customer may exhibit an inferior numeric parameter than such criteria. Customer agrees
that such occurrence does not constitute nonconformance of specification.
FEAT= R A5, Frbed 7 MU H 2T D0E T “ R4 I H MAMPACE 3 H 230K PN B il 7o 2R
i CLRERE P i B N Tl I 30K, AT RER BN IR T AnvtE AR, %5 7 RIS IR 832 7 S AR FANF 5 B0
4 Specifications/3L#% :

No. Items/T H Specifications/ F%
Min, 4000mAh
*Standard discharge capacity - Charge: 0.5C(2A), 4.20V, 0.02C(80mA )cut-off-@ 25+2°C
4.1 ok e 7 - Discharge: 0.2C(800mA), 2.5V cut-off @ 25+2°C
e /2582°C FhrEFR AL, LA 800mA TR HLE] 2.5V, TR E =
4000mAh
Min. 3900mAh
#Raid dischargeieapacity - Charge: 0.5C(2A), 4.20V, 0.02C(80mA )cut-off @ 25+2°C
4.2 " - Discharge:10.0C(40A), 2.5V cut-off @ 25+2°C
R 5425 FARIETS L, UL 40A HOBFI 2.5V , MO zR >
3900mAh
Nominal Voltage
4.3 P 3.7V
0.5C(2A) CC (constant current) charge to 4.2V, then CV (constant
Standard Charge

4.4 TS voltage 4.2V) charge till charge current decline to 80mA
a s - N _— .
’ 24 WERFEHE 4.2V, FHAIEFE B2 7 i< 80mA

2C(8A) CC (constant current) charge to 4.2V, then CV (constant
Rated Charge . ,
4.5 e voltage 4.2V) charge till charge current decline to 200mA
B /8A TEJE 78 HL A 4.2V, P FE 7 HLUE 78 H L)< 200mA

. . Standard charge: 140min / 80mA cut-off (@ 25+£2°C
Charging Time Lo eI et i s
4.6 pBgpeis /FRAE TR 140min 72, 2 FEI80mA @ 25+2°C
Rated charge: 40min/ 200mA cut-off @ 25+£2°C

Form No.: QF-T-PS-02C
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M5 HFE L 40min 7R, % FEII200mA @ 25+2°C
47 Standard Discharge 0.2C(0.8A) CC (constant current) discharge to 2.5V
' MR 0.2C(0.8A)fHHLIK HL 2.5V
Max. continuous discharge(Surface )
45A(Not trigger 80°C temperature cut)
45 temperaiuce) . 60A(With 80°C temperature cut)
JERFFERTR R AL ORISR T i )
gg | iespul=dichage 140A 55 @ 25+2°C
L oN e
410 Charge Cut-off Voltage 49V
TR R LR
Discharge Cut-off Voltage
4.11 , \ - 2.5V
/AL
Capacity 22,400mAh @ after 600cycles
(60% of the standard discharge capacity @ 25£27C)
-Charge : Rated Charge @ 25+2°C
-Discharge: 30A, 2.5V cut-off (@ 25+2°C
-Rest time: =30min after charge and =60min after discharge
2512°C MERGRFTTHREATEHE, 30A HFRBEE 2.5V,
TG2F 600 B Jeif8) 42 75 f =2400mAh; 78 B i & =30min, i
*Cycle life )5 ## . >60min
4.12 I3 753 Capacity 22,400mAh @ after 400cycles
(60% of the standard discharge capacity @ 25+2°C)
-Charge : Rated Charge @ 25+2°C
-Discharge: 40A , 2.5V cut-off ; (if the temperature >75°C, then
cool down to 50°C, 40A continuous DC to 2.5V) @ 25+£2°C
-Rest time: ==30min after charge and =60min after discharge
25+ 2°C ML R R AR TR, 40ATEEE2.5V (T
LR >75°C, MBI 4250°C, 40A4R S, H%Ihak
F, HEEE<2.5V), JEH40008 5 R 4575 & =2400mAh; 78
)5 i & = 30min, )5 H =60min
Capacity recovery(after the storage) >3600 mAh
(90% of the standard discharge capacity @ 25+2°C)
) o -Charge : Rated Charge @ 254+2°C
*Retention characteristics j
4.13 5 B P b —St.orage : 30 days @60+3C
-Discharge : 0.2C(800mA), 2.5V cut-off @ 25+£2°C
25E2°CHEIR G R FE B FE )G, 60 CAHA#30D )5 ik &
I =3600mA
Max 4mQ
A4 *Initial Impedance -Internal resistance measured at AC 1KHz after charge to shipment
4146 A FH voltage
[HTRRARET, 1KHz 385 P L <4mQ
gas | Cot Weight 70.0g Max
IS s

Form No.: QF-T-PS-02C
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, . . Height : Max 70.42mm
Cell Dimension(with tube) .
4.16 Diameter : Max 21.31mm

JHRE RS (BB ey
AR (e IR BER K 70.42mm, EAEK 21.31mm

Charge: -10to 60°C

. (recommended recharge release < 45C)
417 Operating temperature (Surface) Discharee: -30 to 75°C
VAR R e Y, 3,

(must re-discharge release < 60C)

(TR IR FE X A]: -10~60°C, AFCHIRFEEXIE]: -30~75°C

Temperature: 0°C to +60°C within 1 month; 0°C~45°C within three
iy months; 0°C~25°C within twelve months Humidity: <75%RH
4.18 /S;;;ig;gn o AR 0°C~60°: HBCIRETAAE 1 AW 0°C~45°C, {iif
3AHM: 0-25°C: A 12 MAN
M. <75%RH

5 Cell Characteristics/ L A8

5.1 Electrical Tests/Hy :AB I A :
5.1.1 Temperature dependence of maximum charging Current//A 5] #5 [X ] T 8 K7t H BT

Cell Surface Temperature Range -
SRS L Charge Method/7t H3 15 i

-10°C<T<<0°C ® (0.4A CCto 4.2V, CV to 200mA
0°C<T<<10°C ® 2A CCto4.2V,CV to 200mA
10°C<T<<45°C ® S8A CCto4.2V,CV to 200mA

45°C<T<60°C ® SACCto4.1V
5.1.2 Temperature dependence of discharge capacity//fl B ¥ BB E TR E
Capacity comparison at each temperature, measured with discharge constant current 40A and 2.5V cut-off after the rated

charge is as follows.

(DMERFR ARG, BRI FEL40A BB E 2.5V, XHARRE FRBEE

Item/Jji H Discharge temperature/Ji¥ F. iz &
Temperature/{iz & -20°C -10°C 0°C 25°C 45°C
Relative capacity/tHXf 75 & 90% 92% 95% 100% 90%

Note: If charge temperature and discharge temperature is not the same, the interval for temperature change is 3 hours.
Percentage index of the discharge at 25+2°C at 40A is 100%.

i MR ERIGEEAR, BAFERERZRLHIEERZ 3 M. LL2522°CF 40A BEHREAN 100%%
W

5.1.3 Discharge rate capabilities/f% Z i B B¢ /)

Discharge capacity is measured with the various currents in below table and 2.5V cut-off after the rated charge.

AR e a LI R E 2.5V, WA R

Ttem/Tii Discharge current / Ji§{ Ffi L
Current/ Hi, 7t 0.8A 20A 32A 40A 50A
Relative capacity/FH % 7% & 100% 94% 96% 98% 100%

Note: Percentage index of the discharge at 25+ 2°C at 800mA CC/ 80mA CV is 100%.
£ PL25£2°CF 800mA CC/ 80mA CV B A AE N 100%4: 1

5.1.4 Status of the cell as of ex-factory/EL s ) RA

The cell should be shipped in 3.50V to 3.59V charging voltage range.

TR IZ TR L 3.50V & 3.59V 2],

Form No.: QF-T-PS-02C
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5.2 Mechanical Abuse Tests/HLA% 5 B 3 34:

No.

Items/Ti H

Test Method and Condition/ill iz /7 2 A1 4% {4

Criteria/J) 7€ b

5.2.1

Drop Test
BRI IIA

Each fully charged Cell is dropped three times from a height of
1.0m onto a concrete floor. The Cells or batteries are dropped
so as to obtain impacts in random orientations.

MRS LS B HLE N 1.0m 5 A hBd oK e L 3
o ML BRE I B PRIEAEEE A BE BT M 332 8 i s

No fire
IRk
No explosion

IABE

522

Vibration Test

ah A

A Cell is to be subjected to simple harmonic motion with
amplitude of 0.8mm (0.03inch) [1.6mm (0.06inch) total
maximum excursion], The frequency is to be varied at the rate
of | hertz per minute betweenl0 and55 hertz, and return in not
less than 90 or more than 100 minutes. The Cell is to be tested
in three mutually perpendicular directions. For a Cell that has
only two axes of symmetry, the Cell is to be tested perpendicular
to each axis.

e dE ERNAREIE A 0.8mm B IERRD, BKITREA
L.6mm, #FENFEM 10Hz~55Hz [a] L 1Hz/min #3# 2484k
PRARALIEEI A M 10Hz 712 55Hz, RIGFM S5Hz iR [
# 10Hz o FALRAE (FahFm) AR
90+5min A58 3 HRAH B ELA) =N 05 R ET T PR 2D 1A .
XTI 2 AR A B il ) AR PS5 1 AT
ezl ik

No fire
I K
No explosion

I AR KE

5.23

Shock Test
i

The Cell is to be secured to the testing machine by means of a
rigid mount which supports all mounting surfaces of the Cell.
Each Cell shall be subjected to a total of three shocks of equal
magnitude. The shocks are to be applied in each of three
mutually perpendicular directions unless it has only two axes of
symmetry in which case only two directions shall be tested.
Each shock is to be applied in a direction normal to the face of
the Cell. For each shock the Cell is to be accelerated in such a
manner that during the initial 3milliseconds the minimum
average acceleration is 75g (where g is the local acceleration
due to gravity).The peak acceleration shall be between
125and175g.Cells shall be tested at a temperature of 20+5°C
(68+9°F).

T I W 1 3 R AR DN IR |, 1205 T R AR S
LR A I R T o LR SR HE R = i il AR
MEFEELH =T B, 20447 R FE LT
ARV o HLGUS R A% BT IS R Rl A R 5 5K AR SR Y 3ms
N, /NP 75g, WA EAE 125g f1 175g 2
. ALESMAE 20£5°C B PRSEIRE T #Ef ik,

No fire
A K
No explosion

I AR K

Form No.:

QF-T-PS-02C
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5.3 Electrical Abuse Tests/ i Fi il i&::

No.

Items

Test Method and Condition

Criteria

5.3.1

Forced-Discharge

5 ) L

A cell in a multi-cell application shall withstand polarity
reversal without causing fire or explosion. A discharged cell is
subjected to a reverse charge at 1 Cmin for 90min.

25 FHLILS L o S PN ARG AT B 5 T A 2 K RIIRR T
56 AR RLET HLESPA | Cmin R JA] FEHL 90min.

No fire
A K
No explosion

I RN

5.3.2

External Short Test

A i I

Each test sample Cell, in turn, is to be short-circuited by
connecting the positive and negative terminals of the Cell with
a circuit load having a resistance load of 80£20mohm.The Cell
is to discharge until a fire or explosion is obtained, or until it has
reached a completely discharged state of less than 0.2volts and
the Cell case temperature has returned to +=10°C(18°F) of
ambient temperature , tests are to be conducted at
20+5°C(68+9°F) and at 55+£5°C (131+£9°F)
FEATRAE S LS , {8 — MR BTA 80+20mohm (1) 4k 4

AN IE ARl T B R o FELEN T FE BB K R A, Bl
FEART 0.2V H HUE R AR BEIA R i+ 10°C i, {5450
IR RLAE 2045°C 1 5545°C J@IE FalA7 -

No fire
Ik
No explosion

I A KK

5.4 Visual inspection/¥p IR 2 :
No such defects as crack, and leakage, which may adversely affect the performance of cell.

A RVFAARAT S AR AP G RG, InRar g, RS
5.5 Warranty period/JR{#1]:
The warranty period of Cell is 12 Months after the manufactured date.
HLES P AR B A A G H R 12 A H .
6 Drawing (all unit in mm, not in scale) /E4% (BAf\imm, RIEHH) :
6.1 Outline dimensions/#pYg R ~f:
Drawing is for reference only/ & 48X ik £

\-—_=;_J. ?
| =
)
1 X
|
P S
L -3
H S ]
1\=
"3

el N

l— R

i Max 21.31mm |

Prohibited area tab welding the bottom

portion the range of ®émm from center

Form No.: QF-T-PS-02C
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6.2 Identification and Marking/$3iRfRIc:
The code is printed on a surface of the cell.

ARG EPAE HLOS R |

@ o | *INR22/T1  4.0Ah
i Ampace 21700A

37V 14.8Wh-
XXXXXXXXXXXX

6.2.1 Cell Designation Based on IEC/H:ts IEC 15
INR22/71

6.2.2 Polarity/# {4
4.

6.2.3 Manufacturer Name/# & 5 44 FR
Ampace/JE | T B % A BRA A

6.2.4 Cell Model Number/H:5 515
21700A

6.2.5 Barcode/JiK 5
Example in mass production: FCS317KD0001
FCS: MI (manufacture instruction) number
3: Year, 2023—3, 2024—4, ---
17: Week in year

K: Sunday(H), Monday (J) , Tuesday (K) , Wendesday (L) , Thursday (M), Friday (N) , Saturday(P)
D: Winding machine number, 1st winding machine (A), 2nd winding machine (B), ...

0001: serial number
6.3 Packing/403%:
6.3.1 Packing for Sea Transportations/?@:‘@@,ﬁ

130pes cells are packed into the carton box and its size is 380mm(L) * 323mm(W) * 85mm(T).
BERARSE 130pes LS, 4R R < A380mm(L) * 323mm(W) * 85mm(T),— 46T .

Inner Box Cell: 130pcs Film

Bottom Tray Inner box Inner box Inner box
+ Bottom Tray  + Bottom Tray + Bottom Tray
+ Cell + Cell
+ Top Tray

Outer Box

L
Inner box
+ Bottom Tray
+ Cell
+ Top Tray
+ Film
Form No.:

Final Packing:
Inner box

+ Bottom Tray
+ Cell

+ Top Tray

+ Film

QF-T-PS-02C
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6.3.2 Packing for Air Transportations/Z5 & %%
130pcs cells are packed into the carton box, then 2 carton boxes are packed into the UN carton box and its size is
404mm(L) * 344mm(W) * 205mm(T).
TRAUATR 130pes HLES, BEAGERTRAELINUNAT T, UNFR S 8404mm(L) * 344mm(W) * 205mm(T), — {44647

(2

PE bag

. UN carton

Package with 130pcs cells Package*2 Package™? Final package for
for sea transportation +PE bag +L+JEEczft%n air transportation
7  Cell certification requirement/HL ;R TAHEEE R
No. Items Applicable Area
1 PSE Appendix 12 Japan/ H A&
2 CB (IEC62133-2:2017 + 2021 Appendix) European & Korea/Bk¥ & &
3 [EC62619-2022 European/[#k
4 EU Battery Directive, ROHS, REACH European/BK B
5 BSMI (CNS 15364) Taiwan, China/v} [ &%
6 BIS (IS16046) India/jl i
7 CCC, CQC (GB 31241-2022) China/H [
8 UL1642 North America/Jb3g
9 UN38.3 Global/4 3k

8 Appendix Handling Precautions and Guidelines for Rechargeable Lithium Ion Batteries/4H 2§ 7 75 B BB 345
AR RERSE:
Foreword: These Handling Precautions and Guidelines for Lithium lon Batteries shall apply to the Product manufactured
by AMPACE.
A BB L PR AR R B B R0 S TR RE SR AT PR A R A i et -

Statement 1): Customer is requested to contact AMPACE in advance, if and when the customer needs other applications

or operating conditions than those described in this Document. Additional experimentation may be

required to verify performance and safety under such conditions.
FEHY (1) 2 28 /5 o SOk vt FH 8 SOPE R DA Ve, BRAE SR AS MBS 4 FF 4 e, 7 5
Form No.: QF-T-PS-02C
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SRR R HTABE ", PN T ST R i S i DA S RS A2 A T 4 T I RERE I 22 4k
Statement 2): AMPACE will take no responsibility for any accident when the Product is used under conditions other

than those described in this Document.

FEH(2): XTAER H SOER L E DL A6 1 P P T3 AT A, BTRR LA 11T

8.1 Charge/FgHi:

8.1.1 Charge Current/ 75, B HL {7 :
Charge current should be less than the maximum value specified in the Specifications. Charging with higher current

than the recommended value may cause damage to cell’s electrical, mechanical and safety performance and could
lead to heat generation or leakage.
FE HE LA AR A RS 5 b I A B R TE W LR o 8 PR 5 T A ol 3 7 WL T R 5 R LB P 72
TBORHERE BUAERET 2 A PEABSE IS, I W] & 2 BUR P kit -

8.1.2 Charge Voltage/7¢ Hi, Hi J&.:
Charging shall be done by voltage less than that specified in the Specifications. The protection circuit of battery pack
shall be designed to comply with this requirement. It is very dangerous to charge over the maximum voltage, which
may cause damage to the cell’s electrical performance and mechanical integrity. It may also lead to heat generation
or electrolyte leakage. Charging voltage is allowed to accidentally overshoot within 0.5% when controlled to Charge
Cut-off Voltage during charging solely to accommodate the unavoidable voltage migration due to the limited charger
control precisions.
76 L HU A el i AR RS 5 il 7B T, A ORI R BR B B B A . HLEDRIE R
FHUE AR, K ags i Al m FEm ek aE . DUk RE A ks IR, VT RE 2 S BOR Pkt .
5 18 F) FE HLAS HUHORS BE BRI S 20N R G i MU 3B 3, T DA SV TS WL LB R A T FE R U,
B £ 7 ) 0.5 % 78 U IR LU

8.1.3 Charge Temperature/ 7 Hi i FE -
Cells shall be charged according to the Temperature Condition specified in the Specifications. Charging at less than

-10°C temperature shall be prohibited.

RS A 4R AE PR G P R N A REIEAT IE W S L M PRI AAR T 10°C I, AR IR0

8.1.4 Prohibition of Charge/¢, H, FR il
It is prohibited to charge the cells which are used for single with less than 1.5V voltage.
BRI T U 1SV I B R FE LR T S F
It is prohibited to charge the cells which are used for series with less than 2.0V voltage.
A IEXT LA T-2.0V i 25 B 7T GBS HEST 700 o

8.1.5 Prohibition of Reverse Charge/2% 11+ ) [i] 75 Hi.:
Reverse charge is prohibited. Cells shall be connected correctly. The polarity has to be confirmed before wiring. If
a cell is connected improperly, the cell cannot be charged. Simultaneously, the reverse charging may cause damage
to the cell which may lead to degradation of cell performance and damage the cell safety, and could cause heat
generation or leakage.
IEMf S P IE kR, FRAE IR FE . A R IE R R, K TN R T . [N, R SERLSy
FEAR R A TR L ERE s Bk, IR SRR .

8.1.6 Floating charge (continuous constant voltage control by the end of charging step) for a long term shall be avoided.
i/ SRS

8.2 Dischargef Hi:

(DISCLAIMER: FOR INFORMATION ONLY, NOT PART OF THIS DOCUMENT; as ‘Discharge’is dependent on end-

user usage and environment.) See ChapterS§- Disclaimer

(BT : RS2, TETE g s R Py Bl KT fil P B TR SE) 559 FA 75

Form No.: QF-T-PS-02C
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=/}
8.2.1 Discharge Current/J#§ B, Hi,ifi :
The cells shall be discharged at less than the maximum discharge current specified in the Specifications. High
discharging current may reduce the discharge capacity significantly or cause over-heating.
T LR AN A e AR 5 A B e R OB LR, K LR 2 S B AR O S B0 e
8.2.2 Discharge Temperature/ it HL i J& :
Cells shall be discharged according to the Temperature Condition specified in the Specifications.
PR A A U S ik S 3 T P R o
8.2.3 Over-discharge/3d i Hi,:
It should be noted that cells would be at an over-discharged status due to self-discharge characteristics if they were
not used for a long time. In order to prevent over-discharging, Cells shall be charged periodically to maintain the
voltage between 3.50V and 3.95V. Over-discharging may cause the loss of cell performance, characteristics, or
battery functions.
W EEERR, BB REIARMERGIE, ErraEa EH AR TR BORARZS . D B ki
s, AR, KL R AR 3.50V F 3.95V Zjil. i i SECREEAE. Rl oAk
%o
8.3 Protection Function Requirements for Battery and Host Device/H it 1AL B85 BRI THRE B
Battery pack and Host Device shall be designed with the following protection functions to make sure that the Cells
would be under safe usage conditions: Over-charge protection; Over-discharge protection; Over current protection;
Over-heat protection; Short circuit protection.
R AT ALY B FRIGRIPIIRE, DABIIRFLEAL T2 2 APRA : i sl fRer; iRy it i
PRI FEREORI
8.3.1 Overcharge Protection/i 75 HL{R
The Host Device and battery pack shall be designed to indefinitely withstand the maximum voltage from the adapter,
under a single fault condition, to prevent a cascading failure through the system to the battery pack and/or Cell.
FAUFNTE AL AT 6 20 PR IIE B A5 R SZ A F 2085 T o5 BT AN 2 K RS O 9 TR O WLt 7k 32 B 0 g W TR i o
&4 -
8.3.2 Over-discharge Protection/d i FLAF$7:
When the voltage of any Cell in a battery pack is lower than 2.5V, over-discharge protection function shall work
and stop discharging to prevent the Cells from over-discharge. It is recommended that the dissipation current of
PCM shall be less than 1.0uA. The voltage of each Cell in a battery pack shall be monitored and current shall be
controlled by the PCM at all times.
2 R AT— A B HUERE R 2.5V DUR IR, S PRSP DI RERLAS -5 L T DAGRE S VLIRS B R EE TR o
7# PCM WS LN T 1LOuA, A TR DIRE . %O 9 S BB R S B4 P A Ao
8.3.3 Over Current Protection/3d it {4
In case the charge current is over the limitation specified in Specifications, the charging must be cut off. The battery
pack shall have at least one over current protection circuitry or devices designed to meet the specification to avoid
the Cell from becoming charged with current greater than the Specifications.
The Host Device shall be designed to indefinitely withstand the maximum current from the adapter, under a single
fault condition, to prevent a cascading failure through the system to the battery pack and/or Cell.
2 FE HE IR A= SRS A B de JOd i R IR I DRIPARBZ Ak FEHL, DA S LI I HLth 72
Hio
T T R B OB AR, N A RE TG R AR 32 0 LA K LR R
8.3.4 The Requirements to the Components of Protection Circuit/{f 7 B & 74 2R :

Cells, components, and materials used in the battery pack shall meet the minimum and maximum temperature
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requirements with adequate margin. Protection circuit components (excluding thermal devices designed to activate
at specific temperatures) shall be rated for a minimum operating range of —25 °C to +85 °C.
RS TOAR AR T ALt AR A G S R AN s/ M B B R HLR RS AR B o DRI AR B ST a1
(PO ELRRAP)  BA IE S AR Y R b A AE-25 C 485 C 2 ] o
8.3.5 Over Temperature Protection/i3 {3
The battery pack or Host Device shall contain at least one thermal protection device or mechanism independent of
internal Cell devices or mechanisms. For a thermistor type temperature protection circuit, all packs of the same
model shall have the same voltage to temperature translation (acceptable tolerance no more than +10%), with
consideration for any temperature lag over time.
During charge and discharge, the temperature of the Cell shall be monitored. When temperature limitations are
exceeded, action shall be taken to mitigate hazards. Action should include shutdown, or disabling of charging, or
other protective action. The action may be taken by the battery pack and/or host.
Toit WS A S HA PRI R, it A EALE D A — N AR B UL - T R
WIREOTAF 2620 g — B - UEXT R R, IR IRE M <+10%.
FoRCHL IS R, LGRS B A S G S R (0 PTC PGB HLPHS) T Na#E, 22 M B i f e
U BE G I I, AL i HL i DR WL RS AR B A T O
8.3.6 The Limitation of Charge Time/3g Ha, s} [1] ]2 1
In order to prevent abnormal Cells or battery packs, charge time shall be limited according to the Specifications.
When time limitations are exceeded, action shall be taken by the Host Device or the battery pack to shutdown or
disable the charging.
oA 5 LA TE 6 LR sl rRL L g B, X 7 R R 1) 3 AR o 224 5 WIS TR T PRI (H), Ll e PR
RIS A A0 A1 1 LA DT S HL o
8.3.7 Pre-charge Function/7ii 7t L. I BE:
The system shall not initiate normal charging if the battery voltage is below the over-discharge protection voltage
defined in the Specifications. In this case, the system may support a pre-charging function to bring the battery
voltage above the required threshold. The recommended pre-charge procedure is as below:
The Cell battery pack charging shall start with a low current (£ 0.02Cnin mA) for approximately 30 minutes before
rapid charging starts. The normal charging shall be started after the (individual) Cell voltage has been reached
above 3V within approximately 30 minutes that can be determined with the use of an appropriate timer for pre-
charging. In case the (individual) Cell voltage does not rise to 3V within the pre-charging time, then the charger
shall have functions to stop further charging and display that the Cell/pack is at an abnormal state.
2 LS R RAR T R A LR N, A DR L B AL B PSS LI AE, AR ABIRAN T
HLHL AR P FE L B, 24 PA—/N LR (0.02Cwmin mA) FHFEHL~30 4380, DME (Bg4) HUEHREILF] 3.0V
AL, mtfTHuETEie. o —Id e SR B AP IR SRR T T M E S TR, (51D LR
HUEASARTES] 3.0V DAL, FEHERMARESEIE N — PPk FErL, Bz i b IEAL TR IERIRES -
8.3.8 The Other Requirements to Main Device Designation/ AL iy H B 122 5000 :
1) If the source of the fault is in the Host Device, it shall not disable the safety features inside the battery pack(s).
TR 2625 PRAUE 7 1k T AL B 1) FiL s S 4
2) The charging system, or any Part of the Host Device, shall not disable or override the safety features inside the battery
pack(s).
FEHL R GE B AL LA 53 A BEAEAF Haith i) 22 2 ORI I RE SR RL
8.4 Notice for Designing Battery Pack/ it &5 #4153+ 1 5 3590 -
8.4.1 Pack Design/Hiji#h 55 ikt
1) Battery pack should have sufficient strength to make sure the Cell inside is protected from mechanical shock..

HLI A 7 B AT A% BRI DILASE B DARAIE FE: AT 388 FELBS SR AL A% -
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2) No sharp edge components should be inside the pack containing the battery Cells.
A6 1A 22 6 LU e AN ] R AR A R R PR A
3) Allowances shall be made for Cell and battery pack dimensional tolerance and changes throughout the product lifetime.
WL B AL 3L R g HLIES PR RO 22 07 il i 0 TR SRS RO 84 (R K) TERR R 8 P 22 Il
8.4.2 Cell Fixing/Hi, 22 3%%:
1) Movement of Cell in the battery pack should not be allowed.
BAREFE MR
2)Short circuit of Cell in a battery pack or Host Device should not be allowed: Enough insulation layers between wiring
and the Cell shall be used to maintain extra safety protection. The battery pack or Host Device shall be structured without
any potential Short circuit, which may cause generation of smoke or firing.
75 L VLB AE Pt A ke AL P2 AR R« 51k MU 2 M AT I M A % 2 DL DRIE B X 42 4. WLl S e N AN AT
AT S KR AR, DAR IR B R X .

8.5 Storage/fEW*:
The Cell shall be stored at the Storage Condition specified in the Specifications at all times.

During storage, the voltage will drop and the recoverable capacity will be lost little by little with the time.

The Cell voltage should be kept in the range of 3.50V to 3.95V by charging the Cells if the Cells are stored more than 3

months.

FUBRBAAE AT Sl AL 15 LA R A IR AT 2 0

TEAF W REr, HUES BRI R R 280 2 I I ) 1248 05D 5

K GRI3ANA) R R R R AE3.50~3.95VIH] .

8.6 User’s Guideline for Safety Handling:

8.6.1 The following information, or equivalent statements, shall be made available to the Customer’s users of battery with
the Cells incorporated inside through one or more of the following means, as appropriate: printed on the label for the
battery, printed on the label for Host Device, printed in the owner’s manual, or posted in a help file or Internet
website:

THIE B ALY B WA ORI — R B S S Y IR AR P AT, AT R S R AR
BUbRE R P Al A 1305 B SRS ol B -
1) Do not disassemble or open, crush, bend or deform, puncture, or shred.
TEAPREATIT $PHE 47 BT WIS R
2) Do not modify or remanufacture, attempt to insert foreign objects into the battery, immerse or expose to water or other
liquids, or expose to fire, explosion, or other hazard.
WSS, ANEGRE S IMIE AR’ AR R EAK I BRAT, R A SRR
HAb ks ;
3) Only use the battery for the system for which it was specified.
F 98 FAEAE A B it 5
4) Only use the battery with a charging system that has been qualified with the system per standard. Use of an unqualified
battery or charger may present a risk of fire, explosion, leakage, or other hazard.
SUREAE P38 1 bRt DA GIE B AT 78 AL PR 0 By HLTH 5 8 R 8 IAIE By vt s WL o ) AR AE AR A LR
I EfERE;
5) Do not Short circuit a battery or allow metallic or conductive objects to contact the battery terminals.
AR, WA LR o O R b s T 5
6) Replace the battery only with another battery that has been qualified with the system per standard. Use of an
unqualified battery may present a risk of fire, explosion, leakage, or other hazard.
B {8t FL it B R A R S e A E B R, (E TR SR AE R L ] B A AR K AR BV A
7) Do not keep a battery at rest for a long time (over 6 months). Safety accident may happen when re-charging a battery
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which has a rest for a long time.
8 G VLt I TR, BB A v TR S U T R 2 R A A A

8) Dispose of used batteries in accordance with applicable local regulations.

22 24 3 2 RT3 b B AT HL 5
9) Battery usage by children should be supervised.
JUBEAE A it 2 32 20 B 5

10) Avoid dropping the device or battery. If the device or battery is dropped, especially on a hard surface, and the user
suspects damage, take it to a service center for inspection.

AEBE AL, MRS AT CURAERERT B), F/PREERair, W AR 55 H 0
S 5

11) Improper battery use may result in a fire, explosion, or other hazard.
S IEAAE T T R AR R BB A

12) In the event of a battery leak, do not allow the liquid to come in contact with the skin or eyes. If contact has been
made, wash the affected area with large amounts of water and seek medical advice.

G St R AR, AN Bk Rt B FRIRG , SRR AN S R A, U T AR R e B Ak R A B R
BEA:HE B ;
13) Seek medical advice immediately if a battery has been swallowed.
AR R T, SERTRES
14) Communicate the appropriate steps to be taken if a hazard occurs.
EEH AR R A, REORIAT 428 5R.
8.6.2 The following indications, notifications, and dialog/messages, at the system level, or an equivalent statement, may
be displayed along with recommended actions as appropriate:
FHIER B A AE R B T R I i ARk P N
1) Abnormal battery temperature alert.
A IE K AL i R

2) Abnormal Host Device and/or battery dc input voltage alert.
A IEH i AL B FL e B B 3 O\ A R

1) Abnormal current draw alert.

A IEH Y L R
2) Battery communication fail/time-out alert.
L 0 L R W s 4 7
3) Incompatible battery alert.
AL E R
4) Alert for other malfunctions that may lead to hazards.
W RE BTG AL e R R

8.7 Others/HAh ZHT5:

8.7.1 Prohibition of Disassembly/ ™2 43 /] Bt :

1) Never disassemble the Cell. The disassembling may generate internal Short circuit in the Cell, which may cause
swelling, firing, or other problems.

AEAEMTIH UL S AR AR . Sl i) R S BN MRS, M GRS B R ERIVERE .

2) Electrolyte is harmful. Lithium ion battery should not have liquid from electrolyte flowing, but if the electrolyte comes
into contact with the skin, or eyes, physicians shall flush the electrolyte immediately with fresh water and medical
advice is to be sought.

WU &, P B A ARl W AR, (EL T — A3 VAR R T 4 A 3 B ks R B AL AR AL
82 7. B K s AR O %
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8.7.2 Never incinerate nor dispose the Cell in fire. This may cause firing of the Cell, which is very dangerous.
TEARATIE DL, AFAHER AL Bk FLB BN Kb, B oD AL, XRAER BN, Mgtk
8.7.3 The Cell shall never be soaked with liquids such as water, seawater, or drinks such as soft drinks, juices, coffee or
other beverages.
AR LSRR, ok ks ok Gt inmES) o
8.7.4 The battery replacement shall be done only by either Cell supplier or device supplier and never be done by the user.
B 48t FLL O AR B R s A B B e e, P AN ELAT S A
8.7.5 Prohibition of use of damaged Cell:
A 1 AF Y SRR A LS

The Cell might be damaged during shipping by shock. If any abnormal features of the Cell are found such as damages
in a plastic envelop of the Cell, deformation of the Cell package, smelling of an electrolyte, an electrolyte leakage
and others, the Cell shall never be used any more. The Cell with a smell of the electrolyte or a leakage shall be placed
away from fire to avoid firing.
HLBR A T2 i A ) AR PR o R R AR, R B A AR SRR, QDRGSR AR, Ahsenk
i, FAEDRARRR, ARG, %AV o AT FRUAR I T B SR A T Y L 3 1 K R
VARG K -
8.8 Transportation/5Z %
Lithium and lithium ion cells and batteries are regulated in the United States in accordance with Part 49 of the Code of
Federal Regulations (49 CFR Sections 105-180) of the United States Hazardous Materials Regulations. Pursuant to the
Pipeline and Hazardous Materials Safety Administration (PHMSA) published by the United States Department of
Transportation, while lithium batteries are classified as hazardous materials, there are exceptions for common small
sizes of these batteries that simplify the rules for shipping lithium batteries. Shipment or Transportation of small lithium
ion cells with a Watt-hour rating not more than 20 Wh can be exempted from the restrictions imposed by the PHMSA.
However, the capacity of the Cells herein exceeds such Watt-hour rating and therefore should be handled and
transported as dangerous goods - use Class 9 Miscellaneous Dangerous Goods and UN Identification labels for
Transportation of the Cells.
PP T oL it i A AE SR [ SIRRIA ML (49 CFR 49 ERA- 2 EEAT 105-180) XFSEHA FH R ATEM . M
HHAEKA R 2B (PHMSA) dSEE @ BHM A, WP M D fak i, A% WA ANRSERY X
L v, il %) 0 A i L A1) A o 80 B H /D BB - WL RN E LR /N BREARSE 20 Wh B DL B Bk
Hi PHMSA [ ST, ALt Al o BLRp N AUE B, B fE i i fE Az, A5 9 JEH ahmnk
A BRI R i it

9 Disclaimer/4, 3 7 BY

9.1 Customer Responsibility/ % F* 3%

9.1.1 The Customer hereby agrees that it has carefully read and understand any and all terms and conditions, safety
precautions and measures set forth in this Document, furthermore, the Customer waives claiming any liability
against Ampace and agrees to bear full responsibilities of the risks for any accidents, injury to persons, or property
damage that may occur due to non-compliance with any of the above.

B AEMAAIFFIRL, A SO B ER AR A ™ Sh SR T3 b TR B B Ak TR R B i, S HY
Fo3 R B SAR AV R I 45 DS ok T RE P A AR T ARG N B 405 T B I 7 A AU, g s s R
H LM A2 1] Ampace FE AT 57

9.1.2 Regarding a Particular Product with the properties, the Customer is obligated to verify the fitness for a Particular
purpose of such Product described in this Document under certain application. The parameters provided in this
Document may vary in different applications and performance may vary from time to time. All operating
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parameters, including typical parameters, must be validated for each customer application by the Customer’s

technical experts.

% P A ST AT A SRS 15 v B e AR R 7 b AR 2 B TS UL I8 ko A7 S A3 o
RS BAEA KRN T RES A AR, JF HAERE rTREREIN M T AR/ - 2 P BIBER & K AU N
JAXTFr A #RAE28 (RS E) HITRIE.

9.1.3 The Customer takes full responsibility to verify all requirements (whether voluntary or mandatory) necessary to enter

into a certain market or territory, including but not limited to technical, environmental, safety certification or other
requirements. Unless expressly provided herein, Ampace shall in no event be liable for any failure of the Product
to fit for a certain application or to meet any requirement necessary to enter into a specific market or territory. The
Parties agree that the certification items and certification institutions are designated or agreed by Customer. Ampace
will assist the designated certification institutions to conduct testing and issue ce25+2°Cificates for the Products
by providing all necessary documentations for certification, including specification, product label, application form
and samples. The Parties further agree that all expenses and liabilities in connection with or arising from the
certification shall be bome by Customer, and Ampace shall in no event be liable for any costs or expenses in
connection with or resulting from any failure to pass the certification or the non-compliance with any voluntary or
mandatory certification requirement in any specific territory.
BPAHTHDN TSGR (Rg AR g 270N, BRBREARTEAR. R Z2IME%
R BRACS™ AU B RS, Ampace XFAC ik 45 G0 BT RT T HE N ZORA R SEAE. A7
At Z AIEST F BOAEALRI 2% P i g BRI RS, Ampace L6 % 1) Hofi 2 sl ) 28 A EALA B2 1) 22 2 10
WIEFRR PO, SRS P ibnils IR AR S, HOAMEAURE TR IE. WO R, SA
72 S IAERR S M BT AT RURE R 54T (R4 AR i A E B AR IR A4 6 DX 3 A D 3 skl DAE T 7™ 2 2 R, T B¢
t£), W% F1&IH, Ampace S TUEMTE.

9.1.4 The Product is produced and supplied to the Customer for Business to Business nature, and is not for direct consumer
use. Buyer should verify the fitness for a Particular purpose of such Product described hereof under certain
application. Except as provided in the Specifications, Seller makes no representation or warranty of any kind,
whether express or implied, including with respect to any warranty as to merchantability, compatibility, fitness for
use or for any Particular purpose.

ST T5 B B E A A3 A2 LB AR PR 2 (SRR R R FIE & R B 15 b A Wi
W BB DAL, 207 AAARAT B 75 BRI /R B R B fRiE , B SR Tl bk et i Mk AT B
{4 ER AT AT PRI o

9.1.5 Customer agrees to take full responsibility for recycling the Product in accordance with the local laws and regulations
in the respective Permitted Territory and shall bear the costs arising therefrom.
P PG R AL MU, FHEERAS ™ I B 7 ™ A 88 A XURS:

9.2 Products can only be used and installed within the safety certification area as set forth in this Document (“Permitted
Territory”). The Product warranty is null and void in the event Products are resold, used or installed outside of the
Permitted Territory.

A7 A P R e T AR B B AAE X (B R X7 o AR P2 e B (R e e T
I8 P K IRA AP X, DA 7 it B R O JB ER R A2 2 B IR T 3

9.3 EXCEPT AS EXPRESSLY SET FORTH IN THIS DOCUMENT, Ampace MAKES NO REPRESENTATIONS AND
GRANTS NO WARRANTIES, WHETHER EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION
ANY WARRANTY OF QUALITY, ANY IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A
PARTICULAR USE OR PURPOSE, AND NON-INFRINGEMENT.

BRAHRS I ESh, Ampace RPIAHBONIME R P 2 shiN A (B W BTRERE JESIE e A& i
Hitgs JRATE AMRECE) FRAMETA I B R slBR AR i HoAd PRaIE sl AR T JRURS o
9.4 The Parties agree that Ampace shall have no liability or obligation with respect to any infringement, claim or action

which is based upon:
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X5 FEX T FAIRREG RIESRIA, Ampace JLAURIET T

9.4.1 Ampace's incorporation or use of materials, designs, technology or intellectual property designed, designated or
instructed by Customer, its affiliates, contract manufacturers, customer, or end user into the Products;
Ampace 75 ah BB EAE IR P &5 2 RBK05 805 % a2 P vt 8k s R rAs R
Bt BORBAIR L

9.4.2 the combination, assembly, operation, or use of the Products with materials, devices, Parts, or software not supplied
by Ampace;
% P ¥ Ampace 177 sh 5 4F Ampace $OVMRE R AR SARMERET S A AURAE T ABAT

9.4.3 modifications, disassembly, repair, and rework to the Products made by Customer or any third Party without the prior
written consent of Ampace;
% P AN = ARZE Ampace AL Ampace 97 St 17T B H7ff RIBRET;

9.4.4 Ampace’s modification of the Products in compliance with the design, specification, requirements, or instructions of
Customer;
Ampace BRI EIBEH MRS BOR BRI H = dhi T B B

9.4.5 the claim or action arising from non-compliance with the requirements for use, storage, delivery, assembly, and
disposal of the Products designated by Ampace;
% P ARAT S8 =05 ARG Ampace $8 52 (7 i il FH 75 X0 Ampace 7 A7 i sl 32 ] Ampace 552 I
FRUERT P AT 22 B WA a8k 2R s A BT B AT TR A e 2% T <t 5

9.4.6 use of the Products outside the scope of intended use under this Document;
% P ARA S8 =057 ARG AT b HLRS 5 vh 2 58 WAl P YE B Ampace 97 shifEAT A 5

9.4.7 any defect that may exist before the Product enters the market or any defect that is unable to be detected by the
existing technology at the time the Product enters market.
SRR H R AWM EFE T Ampace 7= ShBEN CHE BT B 17 28 BB I AR ARTK ST 14 A BB & S B 1 7 AE
i o

9.4.8 knockoff or counterfeit battery/{j 1| ¢ jE B 7= S

9.4.9 any inconsistency between serial number, model number, and product code./;= i IS F45-H 7= Sh4mhs 2 R 1F
EA—E

9.4.10 PACK malfunction or deterioration caused by traffic accident./A2 Ji ZH08E B P2 i sk e = e o

9.4.11 failure to recharge after using PACK for over three months./{8i F] B {483 =1~ H R4k o

9.4.12 damages caused by drop/;= fh 2k % & B R 3

9.4.13 damages caused by water immersion or sealing damages./ T2 7/K Bk & S B R S B2 17

9.5 For any product liability related claim raised against Ampace, the Customer bears the burden of proof to evidence that
(1) the Customer and its contractors, agents, customers ot end users have followed the requirements of this Document,
(2) there is a product defect, and (3) the accident, claim or liability is solely and directly caused by such product
defect. Ampace is entitled to reject any claim and be released from any liability in the event of Customer’s failure
to meet the aforesaid burden of proof.
FUEMTH Ampace $2 H B R MITEREIKREGER, P REFRLFHEMARETE: (1) F/P KB
ARELN AMETG 5 B B P QAT R B I EOR; () PR ahRFEAZAE; (3) ARG Fskfnst
Eiﬁﬂﬂﬁ%ﬁa %7 R FE TG R o« A5 PR ABUE W BTS2 A4, W) Ampace AAUFEZEAEAT PR 7 A #

HRIF B AR ST

9.6 Ampace shall have no liability or obligation with respect to any Products which have been subjected to abuse, misuse,
improper use, negligence, accident, alternation, repair or rework performed by any unauthorized persons or entities
other than Ampace.
MNFAEIARE RN NSl Ampace SHRRREA, UMM, A, 24, W, BHgGR TH™
Ampace BEA AL TTLE L 55

9.7 Neither Party shall be liable for any indirect, special, incidental, punitive or consequential damages of any kind
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(including lost profits), regardless of the form of action, whether in contract, tort (including negligence), strict liability
or otherwise, even if informed of the possibility of such damages in advance.

RIS 5 g A N — 5 B4R R AR By T e, XK R IFARIA, ARAT—J5 A KA IR R0 A
PR A ARSI A R BR (BAE T RIS IR R) RIS B THE, TR TMAE IR 5 ikl
HTERBRAZM (&S RRIUTH) TR E T 5%

9.8 The maximum overall liability of each Party, alone or in the aggregate with respect to all claims of any kind, if any,
whether in contract, tort (including negligence) , strict or product liability, damages, reimburse, indemnification or
otherwise, shall not exceed 200% of the goods price paid by Customer allocable to the specific Product upon which
the claim is directly based.
fE—T5 B RLR A 2B 5L, TR REET AR B (BFEER) M To™ MoiE. %, #he2 I
BRSNS KB R TG BUR AS S % P A 5| 3% 2R W AR A2 7 50 3T S A Bk A 7 7% o
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